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GLOBAL FACTS & PROJECTIONS
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EFFICIENCY 24/7
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PART LOAD EFFICIENCY – 1 OR 2 COMPRESSORS
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PART LOAD EFFICIENCY – 2 OR 3 COMPRESSORS
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PART LOAD EFFICIENCY – 2 OR 3 COMPRESSORS
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EFFECT ON OPERATION
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η – compressor isentropic efficiency 



LOWER STARTING CURRENT
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POSSIBLE SOLUTION: BITZER AMMONIA COMPRESSOR PACK (ACP)
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ACP CAPACITY RANGE IN KW
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ACP INSTALLATIONS 
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Dairy - Denmark
6 x ACP95103K-2C
Qo=12.000 kW; to=-0,5°C; tc+30°C 

Poultry Slaughterhouse - South Africa
2 x ACP95103B-3V for Qo=824 kW; to=-40°C; tc=-5°C 
1 x ACP95103K-3V for Qo=2.217 kW; to=-5°C; tc=+34°C
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eurammon e. V. is always available as a sparring partner for questions 
on refrigeration with natural refrigerants.

Contact:

Dr. Alexander Schmeink| Lyoner Straße 18 | 60528 Frankfurt | Germany

Phone: +49 (0)69 6603-1277 | E-Mail: alexander.schmeink@eurammon.com


